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EIMINC 637 White Piggyback Polyester

Durable Labels
that Last

Description: This  is a variation of our popular 337 Polyester designed with a layered liner construction - one liner that 
is a super clear polyester and the second that is a kraft paper.  It is an economical, yet durable thermal transfer label 
material suitable for both indoor and outdoor applications, offering good heat, humidity and chemical resistance.

The face sheet can be printed with a wide range of resin, wax/resin and wax thermal transfer ribbons and accepts a 
variety of solvent-based inks.  Testing with water, household cleaners, oil and mild acid show no effect on the topcoat 
or adhesive.  

Its strong acrylic adhesive has high initial tack, twice the shear of standard adhesives and a peel strength comparable 
to extra-aggressive adhesives. This makes it ideal for uneven and textured surfaces including cast aluminum and low-
surface-energy plastics.  The same adhesive is used on both the face sheet and on the back of the clear polyester liner. 
The bottom paper liner is coated to prevent label pickoff and is suitable for label sensing equipment with most thermal 
transfer printers. 

Application Example: This product is designed to be used in piggyback applications where the two layers are removed 
in one piece from the bottom liner and applied to a surface, such as a paper form. Then the white polyester label layer 
can be lifted from the clear liner and applied permanently to a surface requring a durable label.  The clear liner layer 
left behind allows you to read information that might have been on the form.

Typical applications include shelf-marking, asset and evidence tracking, book and cassette marking and much more.  

Recommended Printing Ribbons:  T66 Wax/Resin or T68, T80, or T94 Resins

Compliance:  RoHS and REACH SVHC Candidate List dated June 16, 2014

Face Stock Adhesive Liner Adhesive Liner
Type Polyester Acrylic Polyester Acrylic Bleached Kraft
Color White Clear Clear Clear White

Caliper 2 mil 0.8 to 0.9 mil 2.0 mil 0.8 to 0.9 mil 3.1 mil
Min. Application 

Temperature +50°F (10°C)

Service Temp. 
Range -40°F to 302°F (-40°C to 150°C)

Expected Exterior 
Life Two Years

EIMINC 637 White Piggyback Polyester

All descriptive information, typical performance data, and recommendations for this product should be used solely as a 
guide. Furnishing such information is merely our attempt to assist you as indicated by your requested application. These 
specifications do not constitute a warranty under any varying results. All labels are sold with the understanding that the 
purchaser has independently tested and determined the suitability of the product for the intended application.

Temperature Humidity
Recommended 

Storage Conditions 70°F 50% R.H.
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